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LI2YCH

CONTROL CABLES

CONSTRUCTION

CONDUCTOR

BRAID

SHEATH

Fine-Stranded Annealed Copper Conductor (IEC 60228-Class 5)

Tinned Copper Wire Braid

LSZH Compound

Demes Kablo San.T�c.A.Ş.

PHYSICAL&ELECTRICAL CHARACTERISTICS

MAX. CONDUCTOR TEMPERATURE DURING SHORT CIRCUIT

NOMINAL VOLTAGE

TEST VOLTAGE

OPERATING TEMPERATURE

MINUMUM BENDING RADIUS

160°C

300/500 V

2000 V

-40°C … +70°C

10 X D

FIRE PERFORMANCE CHARACTERISTICS

FLAME RETARDANT

NO FLAME PROPAGATION

HALOGEN-FREE

NO CORROSIVE GASES

LOW SMOKE EMISSION

IEC 60332-1

IEC 60332-3-24

IEC 60754-1, VDE 0482 P267-2-1, DIN EN50267-2-1

IEC 60754-2, VDE 0482 P267-2-2, DIN EN 50267-2-2

IEC 61034-1/-2, VDE 0482 P268-1/-2, DIN EN 50268-1/-2

INSULATION

SEPERATOR

PE

Polyester Tape

Grey

70% Coverage

JZ-OZ-DIN 47100

CONTROL CABLES

ISO

TIFIR EE DC

9001:2015
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OTHER CHARACTERISTICS

UV RESISTANCE

WATER RESISTANCE

OIL RESISTANCE

HYDROCARCON RESISTANCE

ISO 4892-2 / ISO 4892-3

AD7

NF-M87-202 (Aliphatic Hydrocarbon)

ASTM NO: 2 (4 hours 70°C)

Demes Kablo San.T�c.A.Ş.

DIMENSIONS

Number of Core and 
Cross Section Area (mm²)

Approx. Overall 
Diameter (mm) (±5%)

Approx. Cable 
Weight (kg/km)

Max. Conductor Resistance 
DC at 20ºC (Ohm/km)

30

35

42

50

59

60

69

82

92

134

4,9

5,1

5,5

6

6,5

6,5

7

8

8,3

9,8

2 x 0,34

3 x 0,34

4 x 0,34

5 x 0,34

6 x 0,34

7 x 0,34

8 x 0,34

10 x 0,34

12 x 0,34

18 x 0,34

5,1

5,4

5,9

6,3

6,8

6,8

7,4

8,6

8,9

10,5

12,4

56

56

56

56

56

56

56

56

56

56

39

39

39

39

39

39

39

39

39

39

39

34

41

49

59

70

72

83

101

114

166

215

2 x 0,5

3 x 0,5

4 x 0,5

5 x 0,5

6 x 0,5

7 x 0,5

8 x 0,5

10 x 0,5

12 x 0,5

18 x 0,5

24 x 0,5

ISO

TIFIR EE DC

9001:2015

LI2YCH

CONTROL CABLES

CONTROL CABLES

0.34 mm²

0.50 mm²
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Demes Kablo San.T�c.A.Ş.

DIMENSIONS

Number of Core and 
Cross Section Area (mm²)

Approx. Overall 
Diameter (mm) (±5%)

Approx. Cable 
Weight (kg/km)

Max. Conductor Resistance 
DC at 20ºC (Ohm/km)

5,5

5,8

6,3

6,9

7,4

7,4

8,1

9,5

9,8

11,6

13,7

14,1

14,1

15,4

17,70

26

26

26

26

26

26

26

26

26

26

26

26

26

26

26

41

50

61

74

88

92

105

131

149

218

282

296

313

375

398

2 x 0,75

3 x 0,75

4 x 0,75

5 x 0,75

6 x 0,75

7 x 0,75

8 x 0,75

10 x 0,75

12 x 0,75

18 x 0,75

24 x 0,75

25 x 0,75

27 x 0,75

32 x 0,75

34 x 0,75

12,7

12,7

13,7

14,3

14,3

39

39

39

39

39

223

234

277

294

308

25 x 0,5

27 x 0,5

32 x 0,5

34 x 0,5

36 x 0,5

5,9

6,3

6,8

7,4

8

8

8,8

10,4

10,7

12,7

19,5

19,5

19,5

19,5

19,5

19,5

19,5

19,5

19,5

19,5

47

59

73

89

106

111

130

161

185

271

2 x 1

3 x 1

4 x 1

5 x 1

6 x 1

7 x 1

8 x 1

10 x 1

12 x 1

18 x 1

ISO

TIFIR EE DC

9001:2015

LI2YCH

CONTROL CABLES

CONTROL CABLES

0.75 mm²

0.50 mm²

1.00 mm²
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Demes Kablo San.T�c.A.Ş.

DIMENSIONS

Number of Core and 
Cross Section Area (mm²)

Approx. Overall 
Diameter (mm) (±5%)

Approx. Cable 
Weight (kg/km)

Max. Conductor Resistance 
DC at 20ºC (Ohm/km)

15,5

15,5

17,5

17,5

20,9

19,5

19,5

19,5

19,5

19,5

373

394

493

522

717

25 x 1

27 x 1

34 x 1

37 x 1

50 x 1

6,4

6,8

7,4

8

8,8

8,8

9,7

11,5

11,8

14,1

16,8

17,2

17,2

19,5

19,5

23,1

13,3

13,3

13,3

13,3

13,3

13,3

13,3

13,3

13,3

13,3

13,3

13,3

13,3

13,3

13,3

13,3

58

75

93

114

138

146

171

212

244

362

479

497

527

671

712

958

2 x 1,5

3 x 1,5

4 x 1,5

5 x 1,5

6 x 1,5

7 x 1,5

8 x 1,5

10 x 1,5

12 x 1,5

18 x 1,5

24 x 1,5

25 x 1,5

27 x 1,5

34 x 1,5

37 x 1,5

50 x 1,5

7,7

8,1

9,0

9,9

10,9

10,9

12,2

14,3

14,9

7,98

7,98

7,98

7,98

7,98

7,98

7,98

7,98

7,98

84

111

141

178

216

229

271

335

396

2 x 2,5

3 x 2,5

4 x 2,5

5 x 2,5

6 x 2,5

7 x 2,5

8 x 2,5

10 x 2,5

12 x 2,5

ISO

TIFIR EE DC

9001:2015

LI2YCH

CONTROL CABLES

CONTROL CABLES

1.00 mm²

1.50 mm²

2.50 mm²
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Demes Kablo San.T�c.A.Ş.

DIMENSIONS

Number of Core and 
Cross Section Area (mm²)

Approx. Overall 
Diameter (mm) (±5%)

Approx. Cable 
Weight (kg/km)

Max. Conductor Resistance 
DC at 20ºC (Ohm/km)

8,8

9,5

10,5

11,6

4,95

4,95

4,95

4,95

118

161

206

260

2 x 4

3 x 4

4 x 4

5 x 4

17,7

21,6

7,98

7,98

586

810

18 x 2,5

25 x 2,5

10,5

11,3

12,5

13,8

3,3

3,3

3,3

3,3

169

232

298

376

2 x 6

3 x 6

4 x 6

5 x 6

13,3

14,2

15,9

17,6

1,91

1,91

1,91

1,91

438

607

805

1023

2 x 10

3 x 10

4 x 10

5 x 10

17,1

18,4

20,6

22,8

1,21

1,21

1,21

1,21

169

232

298

376

2 x 16

3 x 16

4 x 16

5 x 16

20

21,5

23,9

26,6

0,78

0,78

0,78

0,78

642

900

1169

1501

2 x 25

3 x 25

4 x 25

5 x 25

25,3

27,3

30,4

34

0,554

0,554

0,554

0,554

921

1296

1710

2180

2 x 35

3 x 35

4 x 35

5 x 35

ISO

TIFIR EE DC

9001:2015

LI2YCH

CONTROL CABLES

CONTROL CABLES

2.50 mm²

4.00 mm²

6.00 mm²

10.00 mm²

16.00 mm²

25.00 mm²

35.00 mm²


