Demes Kablo San.Tic.A.S. CONTROL CABLES

YSLYSY

UK
cCA
CONSTRUCTION
CONDUCTOR Fine-Stranded Annealed Copper Conductor (IEC 60228-Class 5)
INSULATION PVC Compound JZ-0Z-DIN 47100 TI1 (EN 50363-3)
BEDDING PVC Compound
BRAID Galvanised Steel Wire Braid 80% Coverage
SHEATH LSZH Compound Transparent TM2 (EN 50363-4-1)

PHYSICAL&ELECTRICAL CHARACTERISTICS

MAX. CONDUCTOR TEMPERATURE DURING SHORT CIRCUIT 160°C
NOMINAL VOLTAGE 300/500 V
TEST VOLTAGE 2000V
OPERATING TEMPERATURE -30°C ... +70°C
MINUMUM BENDING RADIUS 12XD

FIRE PERFORMANCE CHARACTERISTICS

FLAME RETARDANT IEC 60332-1
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DIMENSIONS
Number of cores and Copper factoral Approx. weight
cross-section (mm?) (per km) (kg/km)
2x0.5 7.5 84
3x0.5 7.9 94
4x0.5 8.5 109
5x0.5 9.3 131
7x0.5 9.8 152
12x0.5 12.7 250
18x0.5 14.6 336
2x0.75 8.0 94
3x0.75 8.3 105
4x0.75 9.3 130
5x0.75 9.8 152
7x0.75 10.6 178
12x0.75 137 294
18x0.75 15.8 399
2x1.0 8.2 100
3x1.0 8.5 114
4x1.0 9.5 145
5x1.0 10.1 167
7x1.0 1.1 203
12x1.0 14.1 328
18x1.0 16.5 456
2x1.5 8.8 120
3x1.5 9.6 150
4x1.5 10.4 177
5x1.5 11.1 206
7x1.5 12.2 256
12x1.5 15.8 425
18x1.5 18.4 588
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DIMENSIONS

Number of cores and Copper factoral Approx. weight

cross-section (mm?) (per km) (kg/km)

2x2.5 10.5 174

3x2.5 11.2 207

4x2.5 12.6 265

5x2.5 13.6 315

7x2.5 14.7 378

12x2.5 19.3 647

18x2.5 23.0 927

3x4.0 13.4 302

4x4.0 14.8 377

5x4.0 16.1 453

3x6.0 14.9 393

4x6.0 16.7 498

5x6.0 18.1 598
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